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Ti-strap yields  high-breaking  loads,  from  approximately 2 400N to 23 000N,  and is suitable for  a wide 
range  of  applications.  It can therefore be used in place of certain steel strapping, wire or in situations 
where polypropylene is inadequate. Ti-strap is highly resistant to ultra-violet rays for a minimum period of 
six months. It is also highly resistant to acids and can withstand extreme temperatures.  

The strapping is totally waterproof through the application of a special resin. Ti-strap is able to retain high 
tension for long periods and can be re-tensioned at any time ...  quickly and simply.

COST EFFICIENCY: The Ti-strap system is re-usable.  Costs 
can be dramatically reduced through less wastage, lower 
maintenance and repair cost on machinery and savings on 
labour.

SAFETY: Risk of injury or damage to machinery and 
vehicles are minimised. There are no sharp edges and 
potential hazards. Protective gloves are not required.

LOW START-UP COSTS: Requires no expensive machinery. 
Change-over costs are therefore minimal.

EASY HANDLING: Ti-strap is light and easy to use. Average 
rolls weigh around 10kgs. Dispensers are available and 
unlike steel strapping, disposal is no problem.

RE-TENSIONABLE: Ti-strap can be re-tensioned, if 
required, thus providing better load stability and 
con�dence that the load will travel well.

PROTECTION OF MERCHANDISE: The resilient properties 
of Ti-strap give stability to the load, maintaining high 
tension while protecting the merchandise.

Ti-strap is a safe alternative to heavy-duty steel strapping.  Ti-strap is a polyester-based 
woven-type strapping, made of 100% polyester strands.

EXCELLENT WEATHERING PROPERTIES: Ti-strap is 
ultra-violet stable, water resistant and withstands 
extreme temperatures and will not rust.

VERSATILE: Ti-strap is ideal for load securing, bundling, 
baling, reinforcing and pallet stabilisation for a wide 
range of industries.

RECOVER: Ti-strap elongation is just 8% and has a 90% 
recovery, which enables it to expand and contract, always 
maintaining a tight grip on the load. 

CORPORATE IDENTITY: Ti-strap can be printed for 
product or company identi�cation.

NO BACKLASH: Ti-strap has no backlash when under 
tension.

DOES NOT MARK: Ti-strap does not leave dirty oil marks 
on the product being strapped or on the operator’s 
hands. 

Ti-strap is easily tensioned to its maximum 
break-load tension by using our Poly 
tensioner tool. 

The system uses a non-slip buckle and can 
be re-tensioned if required. 

HOW IS TI-STRAP TIED AND FASTENED?
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